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PROCHALK® ULTIMATE DYE
WATERPROOF PERMANENT MARKING DYE
-  Exterior applications include concrete layout, exterior 

layout, extreme conditions, long-term applications.

PROCHALK® PERMANENT
WEATHERPROOF MARKING CHALK
-  Exterior applications include exterior layout, extreme 

conditions, concrete layout, long-term applications.

MODEL
UPC 

052837
COLOR WEIGHT

SPECIAL 
FEATURES

PM8BLACK 021482 black 8 oz. waterproof

PM8BLUE 021505 blue 8 oz. waterproof

PM8RED 021529 red 8 oz. waterproof

PM103BLACK 021499 black 3 lbs. waterproof

PM103BLUE 021512 blue 3 lbs. waterproof

PM103RED 021536 red 3 lbs. waterproof

PM105BLACK 025299 black 5 lbs. waterproof

PM105BLUE 025688 blue 5 lbs. waterproof

PM105RED 025695 red 5 lbs. waterproof

MODEL
UPC 

052837
COLOR WEIGHT

SPECIAL 
FEATURES

5BD 025916 blue 5 oz. chalk-dye

5RD 026838 red 5 oz. chalk-dye

103BD 026036 blue 3 lbs. chalk-dye

103RD 026856 red 3 lbs. chalk-dye

MODEL
UPC 

052837
COLOR WEIGHT

SPECIAL 
FEATURES

4R 006007 red 4 oz.

8BLACK 025954 black 8 oz.

8R 006106 red 8 oz.

12R 006205 red 12 oz.

103BLACK 026203 black 3 lbs.

103R 020577 red 3 lbs. Best seller!

105BLACK 026210 black 5 lbs.

105R 006304 red 5 lbs. Best seller!

125R 006502 red 25 lbs.

148R 006601 red 48 lbs.

PROCHALK® SEMI-PERMANENT
WATERPROOF MARKING CHALK
-  Exterior applications include concrete layout, roofi ng, 

metal fabrication.

KESON PROCHALK


