We have two case styles in our Pro Series of tape measures: a stainless steel or high-impact, high-visibility, Keson-Orange ABS. The entire family feature the stronger locks than our chrome and toggle series. They also offers our highest impact resistance and feature a slotted rubber grip for a comfortable and slip-resistant hold.

- Stainless components & blade extends tape life in wet environments.
- Nylon-coating extends life of the blade
- Stainless steel OR High-impact, high-visibility, Keson-Orange ABS case with rubber grip protects the blade and stands up to heavy use

Available in

A: 5/8-inch wide, nylon-coated, short tape

A1 = SAE: ft., in., 1/8, 1/16 (1/32 in. first ft.)

B: 1-inch wide, nylon-coated, short tape

B1 = SAE: ft., in., 1/8, 1/16 (1/32 in. first ft.)

PRODUCT FEATURES & BENEFITS

<table>
<thead>
<tr>
<th>Model</th>
<th>UPC</th>
<th>Length</th>
<th>Units</th>
<th>Width (in)</th>
<th>Stand Out (ft)</th>
<th>Blade</th>
</tr>
</thead>
<tbody>
<tr>
<td>PGPRO1825</td>
<td>027545</td>
<td>25 ft.</td>
<td>ft, in, 1/8, 1/16 (1/32 first 12&quot;)</td>
<td>1&quot;</td>
<td>up to 8'</td>
<td>B1</td>
</tr>
<tr>
<td>PGPRO1830</td>
<td>027552</td>
<td>30 ft.</td>
<td>ft, in, 1/8, 1/16 (1/32 first 12&quot;)</td>
<td>1&quot;</td>
<td>up to 8'</td>
<td>B1</td>
</tr>
<tr>
<td>PGPRO1812V</td>
<td>027873</td>
<td>12 ft.</td>
<td>ft, in, 1/8, 1/16 (1/32 first 12&quot;)</td>
<td>5/8&quot;</td>
<td>up to 4'</td>
<td>A1</td>
</tr>
<tr>
<td>PGPRO1816V</td>
<td>027880</td>
<td>16 ft.</td>
<td>ft, in, 1/8, 1/16 (1/32 first 12&quot;)</td>
<td>1&quot;</td>
<td>up to 8'</td>
<td>B1</td>
</tr>
<tr>
<td>PGPRO1825V</td>
<td>027897</td>
<td>25 ft.</td>
<td>ft, in, 1/8, 1/16 (1/32 first 12&quot;)</td>
<td>1&quot;</td>
<td>up to 8'</td>
<td>B1</td>
</tr>
<tr>
<td>PGPRO1835V</td>
<td>027903</td>
<td>35 ft.</td>
<td>ft, in, 1/8, 1/16 (1/32 first 12&quot;)</td>
<td>1&quot;</td>
<td>up to 8'</td>
<td>B1</td>
</tr>
</tbody>
</table>